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 HYDRALADA COMPACT 320  

The Hydralada Compacts have been 
specifically developed to satisfy the 
requirements of operating in orchards 

with small trees and narrow row spacing. 
The low tail profile means operators can 

manoeuvre these machines under low 
hanging branches safely, without causing 
damage to tree or machine.  

 
The large displacement engine operates at 

low RPM and delivers excellent fuel 
efficiency at low noise levels, assuring the 
operator of a safe and pleasant work 

environment. Speeding up the engine 
provides a brisk ground speed to move 

around the work place.  
 
Hydralada Compact 280 - 300 - 320 are 

engineered to work in the real world of 
everyday operation with minimal service 

requirements and deliver years of reliable 
service. Fitted with optional oil outlets, 
the Hydraloppa pruning tools can make 

pruning easy. At harvest time, Hydralada 
speeds up colour picking and finishing out 

the harvesting of high fruit.  
 
Hydralada is an investment in productivity 

you will never regret.  

SPECIFICATIONS  

MAX LIFT TO 

CAGE FLOOR  

 

3.20 m  

MAX WORKING 

HEIGHT  

5.20 m  

AUXILIARY OIL 

SUPPLY  
(Optional)  

26 Lit/Min  

@2000 psi  

OAW  1.91 m  

OAL  3.80 m  

WEIGHT  800 kg  

MAX SWL  
(Safe Working Load)  

160 kg  

ENGINE  Kohler CH15S  

WHEEL  

EQUIPMENT  

23x10.50x12  

Optional  

26x12.00x12  

POPULAR  

OPTIONS  

 

Pick bag  

Cage padding bar  

Freewheel hubs  

Hyd outlets in cage  

Hydraloppa hyd pruners  

Hydrafork  

Hastings  

New Zealand  

Freephone: 1800 124 352  

www.hydralada.com  

ALL SPECIFICATIONS ARE NOMINAL ONLY . SOME IMAGES ON THIS LEAFLET MAY FEATURE OTHER 

MODELS AND OPTIONAL EQUIPMENT.  

Local Dealer:  


