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 HYDRAFORK  
This valuable option doubles the 

u s e f u l n e s s  o f  a  H y d r a l a d a , 
empowering the operator to work as a 

self contained unit. Picking, moving, 
elevating, moving loaded bins in the 

orchard.  
 

This option allows the operator to 

work without needing the support of 
forklifts to shift loaded bins in the 

orchard. Pick up a full bin -  lift it -  do 
an óon the spotô turn with the 

Hydralada and youôre on the way to 
the next bin.  

 
A special hydraulic valve is fitted to 

limit the maximum lowering speed to a 
pre - determined speed.  

 
At the end of harvest, three easy to 

remove pins are released, the forks 
are removed leaving the machine 

ready to spend the rest of the year 

pruning and thinning.  
 

SPECIFICATIONS  

MAX LIFT  

CAPACITY  
 

650 kg  

MAX LIFT 

HEIGHT AT 
FORK TIPS  

350 mm  

MAX BIN SIZE  1.29m  

OIL SUPPLY  Single hose 

pulsed  

CONTROL  Electric from 

the cage  

SPECIFICATIONS  

Hastings  

New Zealand  

Freephone: 1800 124 352  

www.hydralada.com  

ALL SPECIFICATIONS ARE NOMINAL ONLY . SOME IMAGES ON THIS LEAFLET MAY FEATURE OTHER 

MODELS AND OPTIONAL EQUIPMENT.  

Local Dealer:  


