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 TWIN LIFT 200  
 

The HYDRALADA TWIN LIFT 200 has been 

specifically designed to work in todayôs modern 

intensive orchard and accommodates two people 

on an adjustable width platform.  

 

The drive control can be engaged in the forward 

direction to give the machine continuous motion 

slowly down the row, allowing each person to 

carry out the particular task either side of the 

platform, whether, pruning, tree training, 

thinning, or harvesting.  

 

The machine is powered by a small petrol engine 

which operates at very low RPM and delivers 

excellent fuel efficiency with extremely low noise 

levels.  The standard HYDRALADA Hydraulic 

Drive equipment with independent wheel drive 

means the machine is very manoeuvrable and 

will rotate on its own axis allowing quick 

turnaround time in the headlands.  

 

The TWIN LIFT 200 is designed to take the latest 

BIN CARRIER MODULE, as an aftermarket 

attachment.  This is quickly installed in 10 ï 15 

minutes and easily removed after the harvest 

season to clear the decks for pruning, thinning, 

and tree training work.  This BIN CARRIER 

MODULE will take three empty bins on board.  

Each bin moves through the platform for the 

pickers to harvest into.  Once it is full the bin 

passes out the rear of the platform and is 

lowered to the ground on hydraulic forks for the 

tractor to collect.  

SPECIFICATIONS  

MAX LIFT TO CAGE 
FLOOR  

2.00m  

MAX WORKING 
HEIGHT  

4.00m  

AUXILIARY OIL  
SUPPLY (Optional)  

26 Lit/Min  
@2000 psi  

PLATFORM  
OAW  

Extended  2.60m  
Retracted 1.60m  
OR 
Extended  3.8m  
Retracted 2.5m  

MACHINE OAL        3.32m  

OAW WHEEL TRACK  1.72m  

WEIGHT                          1075kg  

ENGINE  Kohler CH15S  

STANDARD  
EQUIPMENT  

Adjustable width 

platform  

Free Wheel Hubs  

WHEEL  
EQUIPMENT  

23x10.50x12  

POPULAR OPTION  Bin Carrier Module  

Hydraulic Outlets  

  in cage x 2  

Hydraloppa hyd 

pruners  

Local Dealer:  

 

ALL SPECIFICATIONS ARE NOMINAL ONLY . SOME IMAGES ON THIS LEAFLET MAY FEATURE OTHER 

MODELS AND OPTIONAL EQUIPMENT.  

 
Hastings  

New Zealand  

Freephone: 1800 124 352  

www.hydralada.com  

(NOMINAL)  


